STANDARD DUTY® OVERHEAD DOOR BRACKET
WITH VARIABLE PIVOTING PROJECTION

MODEL SD-VPP

- 2" DIA. STEEL TUBING with pre-attached studed strip hardware
- 12" retaining plates
- Lock nuts
- Locking screw
- Adjustable slider
- Overhead door bracket
- 12" retaining plates
- Lock nuts
- Slider retaining screw
- Standard PVC strip material or USDA grades in 4", 6", 8" & 12" widths
  (see reverse side for "overlap configurations")

18" Bracket Model SD-VPP-18

12" Bracket Model SD-VPP-12

5350 Campbells Run Road
Pittsburgh, PA 15205-9738
1-800-833-5005
Tel: 412-787-9750  Fax: 412-787-3665

CP Form SD-VPP © 2008
STANDARD DUTY OVERHEAD DOOR BRACKET

STANDARD SAVIT® STRIP OVERLAP CONFIGURATION

PLEASE INDICATE THE WIDTH AND OVERLAP DESIRED BY CHECKING THE APPROPRIATE BOX

**4” STRIP**
- 100%
- 50%

**6” STRIP**
- 100%
- 67%
- 50%

**8” STRIP**
- 100%
- 67%
- 50%
- 33%

**12” STRIP**
- 100%
- 67%
- 50%
- 33%

DIMENSIONAL DRAWINGS AND CHARTS

FOR BRACKET MODEL SD-VPP-12

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>13”</td>
<td>12 1/4”</td>
<td>6 1/4”</td>
<td>5 1/2”</td>
</tr>
</tbody>
</table>

FOR BRACKET MODEL SD-VPP-18

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>19”</td>
<td>18”</td>
<td>11 1/4”</td>
<td>6 3/4”</td>
</tr>
</tbody>
</table>

**PVC GRADES**
PLEASE CHOOSE ONE

- STANDARD
- LOW TEMP. USDA
- STANDARD RIBBED
- LOW TEMP. RIBBED

Note: Measure to the outside of the rails

Measure the projection of the roller drum

PLEASE INDICATE WIDTH IN INCHES

Measure the inside of the doorway opening

STANDARD DUTY OVERHEAD DOOR BRACKET
MODEL SD-VPP

1-800-833-5005
Tel: 412-787-9750 Fax: 412-787-3665

5350 Campbells Run Road Pittsburgh, PA 15205-9738

PVC GRADES
PLEASE CHOOSE ONE

- STANDARD
- LOW TEMP. USDA
- STANDARD RIBBED
- LOW TEMP. RIBBED